
For more information, visit www.FantasySpas.com/Enamor

SOAK IN THE WELLNESS
Deep, spacious, and built to help you release the stresses of daily life, the Enamor spa offers 
comfortable bench seating for four adults with ample space in the footwell and perfectly 
placed foot jets. This spa also features a serene waterfall, a multi-color LED underwater light, 
and Plug-N-Play technology so that you can simply plug it in, fill it up, and start relaxing!
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Enamor shown in Sand

Enamor shown in Sand with built-in ice bucket

Sand shell with 
Espresso cover

Taupe shell with 
Gray cover

Espresso shell with
Espresso cover

Seating Capacity 4 Adults

Dimensions 6’9” x 5’3” x 33” / 206 x 160 x 84 cm

Water Capacity 225 gallons / 852 liters

Dry Weight 358 lbs / 162 kg

Jet Count 19 with stainless steel trim

Water Feature Waterfall

Ozone System Can be installed at time of purchase

Heater 1KW (110v) / 4KW (230v)

Pump 1.5 BPH two-speed

Filter Size 50 sq. ft.

Lighting Multi-color LED light

Electrical Configuration 110v Plug-N-Play includes GFCI power cord /  
 230v convertible*

Color Options Sand, Taupe, Espresso

Shell & Cabinet Rotationally molded

Vinyl Cover Color Options Espresso, Gray

Accessories  Cover Lifter (Optional);  
 The Cool Step™ (Optional); Steps (Optional)

Warranty 5-Year Structure; 5-Year Shell/Surface;  
 1-Year Equipment & Labor; 1-Year No Leak  
 Plumbing & Labor
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All 230c models must be installed by a licensed electrician in accordance with local codes.

All Spas can be converted to 230 volts.  
*GFCI protected sub-panel required in 230v mode.


